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Abstract 

 

 

 Asphalt additives have been utilized for years to modify the performance of flexible 

pavements. They have the potential to lead to long-lasting and sustainable asphalt pavements. In 

recent years, several new categories of asphalt additives, such as recycled tire rubber, post-

consumer recycled plastic, and synthetic fiber, have been introduced to the flexible pavement 

industry. These new additives are being marketed toward agencies and contractors increasingly 

with the potential of increased pavement performance or maintaining performance at reduced 

cost. Field testing, which can confirm or deny the claimed benefits, is costly and time 

consuming. With the rapidly advancing asphalt additive industry, there is a need to efficiently 

evaluate and deploy the new asphalt additive technologies. To address this need, the National 

Center for Asphalt Technology developed the Additive Group Experiment for the 2021 NCAT 

Test Track research cycle to evaluate a range of new asphalt additive technologies. 

 Full-scale pavement sections, each using a different asphalt additive, were constructed 

and instrumented at the Test Track. A primary objective of this thesis was to document the 

construction of these sections. Accelerated trafficking and monitoring of the sections then 

commenced. The data collected from the monitoring and testing of the sections was then used to 

achieve the secondary objective: preliminary surface performance evaluations and structural 

behavior characterizations. The performance and behavior of the additive modified sections were 

then compared to those of the control section. It was determined that the data analyzed for the 

relatively short timeframe did not allow for recommendations to be made in this thesis on the 

viability of the additives for use in real-world paving applications. It was recommended, 

however, to continue trafficking and field testing of the sections to more comprehensively 

characterize their performance and behavior. 
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CHAPTER 1 

Introduction  

 

1.1 Background 

Asphalt additives have been used for decades to improve the performance and 

sustainability of flexible pavements. Additives modify the asphalt binder or the asphalt 

mixture to enhance the rutting and/or cracking resistance of an asphalt pavement. Some 

additives also increase the sustainability of an asphalt pavement by reducing the need for 

virgin materials, incorporating recycled waste products, and/or lowering the cost of the 

mixture. For example, if an asphalt additive enhances the fatigue cracking resistance of a 

mixture enough, the asphalt layer of the pavement structure could be designed thinner. This 

would enable agencies and contractors to use less virgin aggregate and asphalt binder per 

lane mile and to better utilize their budgets. This scenario is improved further if the additive 

is derived from recycled waste products, since they are most likely cheaper and address 

environmental concerns. Asphalt additives have the potential to lead to long-lasting and 

sustainable asphalt pavements. 

In recent years, several new categories of asphalt additives, such as recycled tire rubber 

(RTR), post-consumer recycled (PCR) plastic, and synthetic fiber, have been introduced to 

the flexible pavement industry. Asphalt additives like these are being developed and 

marketed towards agencies and contractors increasingly with claims to enhance asphalt 

pavements in some form or fashion. For some new asphalt additives, laboratory testing and 

research already exist to verify the claimed benefits. However, field testing and evaluation, 

which is objectively the more reliable method for the determination of benefits, is not 

available for newer asphalt additives since it is time-consuming to produce such data. 

Theoretically, asphalt additive-modified mixtures could show promising results in a 

laboratory setting but unfavorable results in the field. In this case, if only laboratory tests are 

run on the additive-modified mixtures, potentially counterproductive asphalt additives could 

be utilized on projects. On the other hand, asphalt additive-modified mixtures could show 

promising results in both laboratory and field settings. In this case, the extra time that it takes 

to validate laboratory findings with field performance could be equated to lost revenue on the 

agencyôs or contractorôs part due to not being able to use the asphalt additives on projects 
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during this time. Either way, with the rapidly advancing asphalt additive industry, there is a 

need to efficiently evaluate and deploy new asphalt additive technologies. To address this 

need, the National Center for Asphalt Technology (NCAT) developed the Additive Group 

(AG) experiment for the 2021 NCAT Test Track research cycle to evaluate a range of new 

asphalt additive technologies. 

The AG experiment is composed of three phases of work; I, II, and III. Phase I involved 

preliminary efforts, such as limited laboratory characterization and predictive structural 

analyses for several experimental and control mixtures. This phase was crucial, as it allowed 

sponsors to make informed decisions about which asphalt additive-modified test sections to 

construct at the NCAT Test Track. The importance of gathering full-scale data on mixtures 

with a range of predicted performance was stressed to the sponsors, since it could aid in the 

development and calibration of a framework that enables rapid evaluation and deployment of 

new asphalt additive technologies (Timm et al., 2022).  

With this goal in mind, the sponsors chose five additives across the new asphalt additive 

categories to compare against a Styrene-Butadiene-Styrene (SBS) polymer-modified control 

test section. Phase II included the construction and instrumentation of the full-scale test 

sections. Phase III involves structural and performance evaluation. This phase can be further 

categorized by early and long-term evaluation, which will be referred to from this point on as 

Phases IIIa and IIIb, respectively. Phase IIIa was comprised of applying accelerated traffic, 

monitoring, and evaluating the performance of the test sections over the first few months 

after construction. Phase IIIb consists of applying accelerated traffic, monitoring, evaluating 

the performance, and conducting more comprehensive laboratory testing on the test sections 

over the remainder of the research cycle. From the information gathered in all three phases, 

various new asphalt additive-modified sections can be directly compared to a well-known 

and studied control section, and agencies and contractors may be able to efficiently and 

confidently decide what types of asphalt additives are viable for projects. 

At the writing of this thesis, Phases I, II, and IIIa were complete. Due to non-disclosure 

agreements (NDAs) within Phase I, which was funded directly by material suppliers, it is not 

presented in depth in this thesis. However, Phase I will be discussed in the literature review 

using publicly available information. 
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1.2 Objectives 

The main objectives of this thesis, within the framework of the 2021 NCAT Test Track AG 

experiment, were: 

¶ Construct and document full-scale test sections using the selected asphalt additives. 

¶ Evaluate the early field performances of the test sections. 

¶ Compare the early field performance of the additive-modified test sections to that of 

the control test section. 

 

1.3 Scope of Work 

Several steps were taken to accomplish the research objectives. After five of the many 

asphalt additives were chosen for implementation by sponsors, full-scale test sections were 

constructed and instrumented at the NCAT Test Track. Accelerated traffic was then applied 

to the test sections by utilizing multiple heavy triple-trailer trucks. For the 2021 research 

cycle, traffic began on November 10, 2021. This thesis includes data from the start of traffic 

until March 15, 2022, accumulating approximately 956,884.2 equivalent single axle loads 

(ESALs). Over this timeframe, the sections were routinely monitored with subsurface 

instrumentation in addition to falling weight deflectometer (FWD) testing and 

backcalculation for structural characterization. The sections were also monitored and 

evaluated for early surface field performance (i.e., rutting, cracking, ride quality) over the 

same timeframe. Comparisons were made between each experimental section and the 

control. 

 

1.4 Organization of Thesis 

This thesis continues in Chapter 2 with a literature review that introduces the new asphalt 

additive technologies that are relevant to the AG Experiment, describes potential benefits and 

concerns of the new asphalt additive technologies, details previous testing and studies 

involving the new asphalt additive technologies, and presents the methods and publicly 

available results of the AG Experiment: Phase I. Chapter 3 describes the construction process 

and instrumentation implementation for the test sections. Chapter 4 discusses the early 

surface performance of the sections under accelerated traffic. Chapter 5 analyzes the early 

structural performance of the sections under accelerated traffic. Finally, Chapter 6 
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summarizes the findings and recommendations derived from this experiment as well as the 

plans for future research involving the AG experiment. 
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CHAPTER 2 

Literature Review 

 

This literature review first introduces the new asphalt additive technologies that are 

relevant to the AG Experiment. The additives, as well as the respective incorporation 

processes, are defined and described. Also, the state of practice for utilizing these new 

asphalt additives is revealed. Next, the potential benefits and concerns of each of the new 

asphalt additive technologies are listed and discussed. Previous testing and studies involving 

the new asphalt additive technologies are then presented. Finally, the methods and publicly 

available results from Phase I of the AG Experiment are stated and discussed. 

  

2.1 Introduction  of New Asphalt Additive Technologies 

The types of new asphalt additives included in this study are recycled tire rubber (RTR), 

post-consumer recycled (PCR) plastic, and synthetic fiber. RTR is rubber that is made from 

PCR tires. It is available in many forms, including ñwhole tires, stamped items, chunks, 

shreds, chips, crumb, and groundò (Baumgardner et al., 2020). Ground tire rubber (GTR), 

which is also referred to as crumb rubber, is the more commonly used form of RTR in 

flexible asphalt pavement production. For this reason, GTR is focused on in this literature 

review. There are currently two ways of incorporating GTR into the asphalt binder and 

mixture, which are known as wet and dry processes, respectively (Baumgardner et al., 2020). 

The wet process involves modifying the asphalt binder with GTR particles and then using the 

modified binder to produce an asphalt mixture (Rath et al., 2021). This process is usually 

completed at the asphalt binder supply terminal or on site ñwith a prescribed reaction time 

prior to mixing the GTR-modified asphalt binder with aggregateò (Baumgardner et al., 

2020). The dry process entails adding GTR particles directly into the asphalt mixture during 

production. According to Baumgardner et al. (2020), this process is usually performed on-

site at the asphalt mixture plant, where it is added ñto the aggregate in the asphalt plant 

mixing drum prior to introducing the asphalt binderò. Rath et al. (2021) expand on this 

concept by explaining that it is typically added near the reclaimed asphalt pavement (RAP) 

collar, which is located toward the discharge end of a drum mix plant, ñwithout any change 

in aggregate gradationò. Figure 2.1 provides a flow chart for these GTR incorporation 
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processes. Figures 2.2 and 2.3 show what typical GTR additives look like, when included via 

the wet and dry processes, respectively. 

 

 

Figure 2.1: Primary Methods of Incorporating GTR into Asphalt Binders and 

Mixtures (Baumgardner et al., 2020) 

 

 

Figure 2.2: Typical Wet Process GTR Additive (ñScrap Tires in Asphalt,ò 2021) 
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Figure 2.3: Typical Dry Process GTR Additive (ñSmartMix,ò 2021) 

 

According to Baumgardner et al. (2020), state department of transportation (DOT) 

published specifications showed that only twelve states have published specifications that 

allow for the use of GTR-modified asphalt binders in the construction of asphalt pavements. 

The states are Oregon, Nevada, California, Arizona, Texas, Louisiana, Missouri, Tennessee, 

Florida, Georgia, South Carolina, and Ohio (Baumgardner et al., 2020). Also, the National 

Asphalt Pavement Association (NAPA) recently reported that twenty-one producers from 

eleven states indicated ñusing GTR in some asphalt mixturesò (Williams et al., 2019). Table 

2.1 presents the reported tons of GTR used in 2018 by various states. 
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Table 2.1: Distribution Among States of Reported Tons of GTR Used in 2018 

(Baumgardner et al., 2020) 

 

 

From the table, it is evident that California used the most GTR-modified asphalt binder 

(Baumgardner et al., 2020). However, several states have placed evaluation projects using 

GTR via wet and dry processes. Dry process projects, which are often referred to by the 

suppliers as ñchemically engineered rubberò technology, have been constructed in Georgia, 

Illinois, Indiana, Louisiana, Maryland, Missouri, Oklahoma, Texas, Virginia, and Wisconsin 

since 2007 (Baumgardner et al., 2020). These projects account for approximately 5 million 

total tons of dry process GTR since 2007 (ñAsphalt Plus,ò 2015). Also, Liberty Tire and 

Lehigh Industries have placed dry process projects, referring to them as ñdry-mixò 

technology, in Michigan and Ohio (ñLiberty Tire Recyclingò, 2021; ñMicronized Rubber 

Powder (MRP)ò, 2022). 

PCR plastic is another type of new asphalt additive that is included in this study. Out of 

all PCR plastics, linear low-density polyethylene (LLDPE), low-density polyethylene 

(LDPE), and high-density polyethylene (HDPE) together account for the largest portion at 

over 35% (Yin et al., 2021). For this reason, recycled polyethylene (rPE) is focused on in this 

literature review. There are currently two ways of incorporating rPE into the asphalt binder 

and mixture, which are known as wet and dry processes, respectively (Yin et al., 2021). For 

the wet process, the recycled plastics are ñadded to the asphalt binder as polymer modifiers, 

where mechanical mixing is required to achieve a homogenous plastic modified binderò (Yin 

et al., 2021). For the dry process, the recycled plastics are ñadded directly to the mixture as 
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aggregate replacement or mixture modifiersò (Yin et al., 2021). These methods are 

essentially the same as the methods for GTR incorporation, so the paragraph detailing the 

processes for GTR incorporation can be read for further explanation. Figures 2.4 and 2.5 

show what typical rPE additives look like, when included via the wet and dry processes, 

respectively. 

 

 

Figure 2.4: Typical Wet Process rPE Additives (ñResearch Needed on Using 

Recycled Plastics in Asphalt,ò 2021) 

 

 

Figure 2.5: Typical Dry Process rPE Additive (Yin, 2022) 
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According to Willis et al. (2020), approximately ñ200 field projects using recycled 

plastics in asphalt pavements were identified in literatureò. Most of these field projects, 

which were completed in many countries between the late 1980s and the early 2000s, were 

constructed using Novophalt® (Willis et al., 2020). These projects included city streets, 

county roads, minor and principal arterials, interstates, and airports (Willis et al., 2020). 

Although limited, field performance data suggested that the pavement sections performed 

well; however, one study reported more cracking in these projects ñcompared to pavement 

sections using unmodified and SBS modified bindersò (Willis et al., 2020). Willis et al. 

(2020) also claimed that many of the projects in the US are relatively new, so ñthe long-term 

durability of the pavements has yet to be determinedò. 

Synthetic fiber is the final type of new asphalt additive that is included in this study. 

Kadolph (2002) defines fibers that are used to reinforce asphalt mixtures as a natural or 

synthetic material that has greater length than width or has a high length to width ratio. Many 

types of fibers, like fiberglass, basalt, carbon, aramid, polyolefin, polypropylene, nylon, 

brucite, etc., have been evaluated for their potential to enhance the performance of hot mix 

asphalt (HMA) mixtures over the years (Alfalah et al., 2020). In reviewing literature, it was 

determined that aramid, polyolefin, and polypropylene fibers are among the most studied and 

tested. For this reason, these fiber types are focused on in this literature review.  

Although some sources (Musa et al., 2019) have documented utilizing wet and dry 

processes for synthetic fiber dispersion, the dry process is most commonly used in the US. In 

fact, Musa et al. (2019) claim that the dry process is usually ñpreferred over the wet processò 

in field work ñbecause of the production problemsò associated with the wet process. The dry 

process for the inclusion of synthetic fibers is focused on in this literature review for this 

reason. This process is similar to the dry process for GTR and rPE asphalt additive inclusion, 

so the paragraph detailing dry process GTR incorporation can be read for further explanation. 

Essentially, they are all introduced directly into the asphalt mixture near the RAP collar 

during production. However, synthetic fibers must be blown into the asphalt mixture due to 

their small mass, elongated shape, and tendency to adhere to one another. Figure 2.6 shows 

what typical synthetic fiber asphalt additives look like. 
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Figure 2.6: Typical Synthetic Fiber Additives - Polyolefin and Aramid Fibers 

(Muftah et al., 2017) 

 

According to McDaniel (2015), most states have used fibers in open-graded mixtures, but 

only a few states have utilized fibers in dense-graded asphalt mixtures. It was determined that 

the states used fiber types such as ñmineral, glass, cellulose, and synthetic polymerò in these 

mixtures (McDaniel, 2015). The design procedure for the fiber mixtures was found to be the 

same as for conventional mixtures, but the purposes for the fibers varied (McDaniel, 2015). 

For stone matrix asphalt (SMA), open-graded, and porous friction course mixtures, fibers 

were primarily used to control the draindown of the asphalt binder in the mixture (McDaniel, 

2015). For dense-graded mixtures, the fibers were used in only a few states to enhance 

rutting and cracking performance (McDaniel, 2015). Georgia, Oklahoma, Tennessee, 

Virginia, and Idaho were found to use fibers for the purpose of enhancing performance in 

both ways (McDaniel, 2015). However, New Hampshire was found to use fibers for 

improving only cracking performance, while Ohio was found to use fibers for improving 

only rutting performance (McDaniel, 2015).  

  

2.2 Potential Benefits and Concerns of New Asphalt Additive Technologies 

As mentioned in Chapter 1, the new categories of asphalt additives are introduced to the 

market with the goal of enhancing a flexible pavementôs performance, economy, and/or 
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sustainability. It is generally accepted that ñpavements with longer service lives should 

involve less maintenance and are environmentally friendly from the perspective that they 

involve less greenhouse gasò and that pavements with longer service lives are more 

economical and more efficiently serve public needs since there is less congestion due to 

recurring maintenance and construction (Baumgardner et al., 2020). So, if potential 

performance-enhancing benefits can be proven, arguments can logically be made for the 

environmental and economic benefits of an asphalt additive. In the literature, a number of 

potential benefits such as these, as well as possible concerns, are documented and discussed 

for the various asphalt additives. Since the expected mode of failure for the AG experiment is 

bottom-up fatigue cracking, benefits and concerns related to cracking and the additives 

themselves were the focus. 

A noted potential benefit of adding GTR to asphalt binder is that it improves its elasticity 

and introduces various mechanisms that aid in mixture performance (Rath et al., 2021). Rath 

et al. (2021) goes on to write that this could solve two issues at once, which are the need to 

ñconstruct more durable, distress resistant roadsò and ñfind a suitable use for the billions of 

scrap tires that overwhelmed the landfills and were the source of various kinds of pollution 

including uncontrolled firesò. GTR is evidently an abundantly available waste material that 

can be tapped into for use in enhanced asphalt pavement applications. Also, a life cycle 

analysis (LCA) of rubber-modified asphalt has shown that net energy savings of 28.651 

kWh/m3 could be seen over the lifetime of a GTR-modified asphalt pavement relative to that 

of a conventional HMA pavement, as well as cost effectiveness from better pavement 

performance (Wang et al., 2018; Souliman et al., 2020). Greenhouse gas emissions derived 

from electricity consumption could be reduced by about ρ ρπ kg CO2 when compared to 

conventional technologies, and budgets could be better utilized (Wang et al., 2018; Souliman 

et al., 2020). 

The different methods for GTR incorporation also have benefits and concerns associated 

with them. An advantage of the dry process is that it is ñlogistically easier, as it does not 

require storage, and can be achieved with minimum modification to existing plant 

equipmentò as opposed to the wet process (Rath et al., 2021). Contractors would not 

necessarily have to purchase all new equipment to pave with dry process GTR. Also, the dry 

process allows for a higher percentage of GTR to be added to the asphalt mixture (Bressi et 
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al., 2019). This would enable more PCR tires to be repurposed, as well as potentially better 

pavement performance to be experienced. A concern of the wet process is that there is the 

potential for ñsettlement of rubber particles in the modified binder during storage and 

transportò (Presti, 2013). The time spent in storage in preparation for production might cause 

the asphalt binder to become non-homogeneous and perform differently than intended. 

Another concern of the wet process is that ñdepending on GTR content and asphalt binder 

compatibility,ò it ñmay lead to binders having much higher viscosities than typical polymer 

modified bindersò (Baumgardner et al., 2020). This increased viscosity may cause pumping 

issues at asphalt mixture production plants. 

Similar to GTR, a documented potential benefit of adding rPE to asphalt mixtures is that 

it can reduce the amount of plastic that would ñotherwise be landfilled, burned, or discarded 

in the natural environment as trash or litterò (Federal Highway Administration (FHWA), 

2015). According to the U.S. Environmental Protection Agency (EPA), more than 35 million 

tons of plastics were disposed of in 2017, with only 2.9 million tons being recycled and the 

remaining being incinerated or sent to landfills (2018). To add to the sense of urgency, a 

report published NAPA stated that in 2018, China closed its borders to the import of waste 

plastics from other countries (Willis et al., 2020). Until 2018, China imported about 45% of 

the worldôs plastic waste (Willis et al., 2020). So, the amount of incinerated or landfilled 

plastic in the US must have increased more in the last few years than previously. Clearly 

there is a pressing need to develop a better alternative for waste plastics after their initial 

service life. PCR plastic asphalt additives might be the solution. However, it has also been 

stated that due to ñincreased embrittlement and reduced relaxation properties, adding 

recycled plastics may have a detrimental impact on the fatigue and cracking resistance of 

asphalt binders and mixturesò (Yin et al., 2021). A balance between stiffness and softness 

must be achieved for an asphalt mixture to resist most forms of distress, but PCR plastics 

might make mixtures too stiff to resist cracking. Also, NAPA has reported that using certain 

recycled plastics in asphalt mixtures has health and safety concerns associated with it (Willis 

et al., 2020). If certain plastics get into stormwater runoff or otherwise come into contact 

with people, animals, and/or the environment, harm could be done. This could potentially be 

a reason to put a filtering process in place for PCR plastics before use in asphalt pavements. 

It might be able to ensure that these types of plastic additives are not utilized. 
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As with GTR, the different methods for rPE incorporation also have benefits and 

concerns associated with them. For the dry process, the main reported concern is the ñlack of 

consistency in the quality of final produced asphalt mixturesò (Yin et al., 2021). This is 

possibly due to the variability of PCR plastic shapes, sizes, and makeups. This variability 

needs to be improved for asphalt pavement designs utilizing PCR plastic additives to be more 

reliable. For the wet process, there are concerns about the poor storage stability of the plastic 

modified binders, ñwhere the plastic polymers have a tendency to separate from the asphalt 

binder as a result of the differences in density and viscosity, as well as the incompatibility 

between the two componentsò (Yin et al., 2021). Just like with wet process GTR, the time 

spent in storage in preparation for production might cause the asphalt binder to become non-

homogeneous and perform differently than intended. 

A possible benefit of adding synthetic fibers to asphalt mixtures is that it can strengthen 

the mixture and enhance its performance. This is because ñthe addition of fibers into HMA 

mixtures serves as a three-dimensional secondary reinforcement because of the fibersô 

adhesion with asphalt binders and ability to interlock with aggregatesò (Tapkin, 2008). 

Mahrez et al. (2005) expands on this concept by explaining that the use of fiber as 

reinforcing materials is mainly for the purpose of providing extra tensile strength to the 

asphalt mixture that may increase the amount of strain energy that can be absorbed 

throughout cracking of the mixture. Tapkin (2008) attributes the additional tensile strength to 

fibers like polypropylene fibers sometimes having tensile strengths greater than 276 MPa by 

themselves, which is evidently the minimum value accepted for polypropylene fibers by the 

Ohio Department of Transportation. It is believed that stresses can be transmitted to the 

fibers, which are strong in tension, thus reducing the stresses on the relatively weak asphalt 

mixture (McDaniel, 2015). This has the potential to improve a mixtureôs cracking resistance 

as described later in this literature review.  

However, good adhesion between the fibers and asphalt binder are necessary to 

efficiently transfer the stresses; larger surface area on the fibers can promote this adhesion 

(McDaniel, 2015). It has also been stated that there is a lack of understanding in this regard 

and that reinforcing mechanisms and ways of optimizing fiber properties need to be 

improved (Jahromi, 2015). Jahromi claims that fibers that are ñtoo longò can create a 

ñballingò problem where fibers may lump together, preventing a homogeneous mixture, and 
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that fibers that are ñtoo shortò cannot provide enough reinforcing effect in the mixture 

(2015). Blowing the fibers into the mixture at the production plant can help alleviate 

homogeneity issues. Regardless, if the fibers do not possess the appropriate qualities like the 

examples listed and do not perform as intended, there could be negative consequences on 

mixture performance. 

A major concern of using synthetic fibers in asphalt mixtures is the uncertainty associated 

with dosage rates, or fiber contents. It has been shown that fibers can improve the fatigue or 

structural performance of asphalt mixtures when high dosage rates (0.3% and greater) are 

used (Mahrez and Karim, 2010). Although, it has also been found that higher fiber dosage 

rates can cause issues in the mixture design, requiring major increases in binder content or 

alterations to the gradation to meet manufacturersô mixture design specifications (Mahrez 

and Karim, 2010). Fiber manufacturers, therefore, recommend the use of fibers in asphalt 

mixtures at lower dosage rates (between 0.05% and 0.16%) and claim not to affect the 

original mixture design (FORTA, 2017). However, Alfalah et al. (2020) state that there is a 

lack of research on the impact of fibers on asphalt mixture performance ñat these lower 

dosage ratesò. To add to the dosage rate discussion, Alidadi and Khabiri (2016) propose that 

too low of a fiber dosage may increase the probability of constructing a weak cross-section, 

while too high of a fiber dosage may ñreduce the cohesion between aggregatesò and 

encourage fibers to lump together. Evidently, it is imperative that an appropriate amount of 

fiber is selected for a given asphalt mixture. Manufacturer dosage rates may be suitable, but 

laboratory tests like the ones discussed in the following section of this literature review could 

be conducted to optimize the fiber content to perform as desired. 

 

2.3 Previous Testing and Studies Involving New Asphalt Additive Technologies 

Possible benefits and concerns of the new additive technologies can be discussed and 

debated at length, but laboratory and field tests are necessary to determine whether or not the 

claims are true. Laboratory testing, depending on the type of test being run, can be a quick 

and easy way of predicting mixture performance, determining whether a mixture is adequate 

for production, and/or giving greater insight into the characteristics of a mixture. Field 

testing, on the other hand, is often a slower process since it can necessitate full-scale projects 

and longer timeframes. However, field testing is an extremely reliable method for evaluating 
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mixture performance. Both laboratory and field testing are recommended to fully 

characterize and evaluate an asphalt mixture, though. To this end, laboratory test data and 

field study information was gathered and discussed for projects involving GTR, rPE, and 

synthetic fiber. Since the expected mode of failure for the AG experiment is bottom-up 

fatigue cracking, mixture laboratory tests and field studies related to general cracking and 

fatigue cracking were the focus. 

In reviewing literature, it was found that several laboratory cracking tests have been 

conducted on GTR, rPE, and synthetic fiber modified asphalt mixtures. The various tests 

include the Illinois Flexibility Index Test (I-FIT) which can be completed according to 

American Association of State Highway and Transportation Officials (AASHTO) TP 124-16, 

the Indirect Tensile Asphalt Cracking Test (IDEAL-CT) which can be conducted per 

American Society for Testing and Materials (ASTM) D 8225-19, the Semi-Circular Bend 

(SCB) test which can be completed per ASTM D 8044-16, the Dynamic Complex Modulus 

(E*) test which can be performed in accordance with AASHTO T 342, and the Texas 

Overlay Test (OT) which can be conducted according to Tex-248-F. It was also found that 

some field experiments have been conducted using GTR and synthetic fiber modified asphalt 

mixtures. The various field experiments were conducted at different times and in different 

locations all over the US. However, field testing utilizing rPE modified asphalt mixtures was 

not found in the literature. Willis et al. (2020) state that several field projects using recycled 

plastic have been completed and perform well, but limited data exist to confirm or deny this 

assertion. 

For the I-FIT, the Flexibility Index (FI) parameter is calculated from test data and used to 

evaluate the cracking propagation resistance of an asphalt mixture at an intermediate 

temperature (Abdalfattah et al., 2022). Figure 2.7 shows the test setup, where the test 

specimen is semi-circular with a precut notch and undergoes three-point bending (Rivera-

Pérez et al., 2021). The FI is determined by dividing the fracture energy of the specimen by 

the load-displacement curve postpeak inflection point slope (Rivera-Pérez et al., 2021). The 

greater the FI value, the better the cracking resistance of the mixture. 
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Figure 2.7: I-FIT Setup (Rivera-Pérez et al., 2021) 

 

Using dry process GTR incorporation, Rath et al. conducted an I-FIT experiment 

involving 12 asphalt mixtures (2021). The FI values, which can be found in Figure 2.8, 

revealed that the ñaddition of rubber to the mixture decreases the cracking resistanceò (Rath 

et al., 2021). Rath et al. (2021) conclude, however, that these FI results are inconsistent with 

field performance. This field performance study is discussed later in this literature review.  

 

 

Figure 2.8: FI Results by Percentage of GTR Added (Rath et al., 2021) 

 

Using rPE, Abdalfattah et al. (2022) completed an I-FIT experiment involving 12 wet 

process mixtures and 10 dry process mixtures. For the wet process part of the experiment, FI 

values show that ñrPE modified asphalt mixtures are more susceptible to cracking at 

mm 

mm 

mm 

mm 

mm 
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intermediate temperaturesò than the control mixture as seen in Figure 2.9 (Abdalfattah et al., 

2022). Two different asphalt binders were also utilized in this wet process experiment. The I-

FIT results show that mixtures produced with one binder ñexhibited slightly better cracking 

performance thanò mixtures produced with the other binder, which can also be seen in Figure 

2.9 (Abdalfattah et al., 2022). The researchers go on to say that this ñconfirms that the 

performance of rPE modified asphalt mixtures could be highly affected by the virgin binder 

sourceò (Abdalfattah et al., 2022). For the dry process part of the experiment, different 

dosages were utilized. The 2.5% and 5% rPE modified mixtures produced greater FI values 

than the control mixture, meaning that those amounts of rPE increased the cracking 

resistance of the mixture; however, as ñthe rPE dosage was increased incrementally, the FI 

values kept droppingò (Abdalfattah et al., 2022). As the dosage of rPE increased, the 

cracking resistance decreased. An optimum amount of rPE may exist in this case. It was also 

noted that ñmixtures produced using the dry process yielded a better cracking propagation 

resistance compared with their counterparts fabricated using the wet processò (Abdalfattah et 

al., 2022). From the wet and dry process experiments, it is evident that virgin binder source 

as well as incorporation process have an impact on the performance of rPE modified 

mixtures. 

 

 

Figure 2.9: FI Results of Control and rPE Modified Mixtures via the Wet Process 

(Abdalfattah et al., 2022) 
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For the IDEAL-CT, the Cracking Tolerance Index (CTIndex) parameter is calculated from 

test data and used to determine the intermediate temperature cracking resistance of asphalt 

mixtures (Yin et al., 2021). Figure 2.10 shows the test setup (ñIdeal-Ct - Simple, Reliable, 

Efficient, Repeatable, Cost Effective,ò 2022). The test specimen is uncut and undergoes 

indirect tension to determine the CTIndex of the mixture. The greater the CTIndex value, the 

better the cracking resistance of a mixture. 

  

 

Figure 2.10: IDEAL -CT Setup (ñIdeal-Ct - Simple, Reliable, Efficient, Repeatable, 

Cost Effective,ò 2022) 

 

Using the same dry process GTR incorporation as in the I-FIT experiment, Rath et al. 

(2021) conducted an IDEAL-CT experiment with 12 mixtures. The researchers found that, 

similar to their I-FIT results, CTIndex values ñpenalize the mixtures for the addition of 

rubber,ò which can be seen in Figure 2.11 (Rath et al., 2021). Once again, Rath et al. (2021) 

conclude that these results are inconsistent with field performance. The field performance 

study is discussed in the following paragraphs. They go on to explain the issues that the 

results of their tests highlight. Rath et al. (2021) claim that the results ñmight inhibit the use 

of sustainable recycled materials such as GTR when Balanced Mixture Design (BMD) 

principles are used, depending on the selection of the mixture cracking test in the BMD 

specificationò. For example, if agencies and/or contractors are using I-FIT or IDEAL-CT 

parameters as their cracking test thresholds, GTR modified mixtures could possibly be 

deemed inadequate for production, even though they may perform well in the field. Thus, the 
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benefits of GTR would not be realized. So, new additive modified mixtures may need to go 

through laboratory test and field calibration procedures before BMD based decisions are 

made, or cracking tests need to be chosen with the desired new additive in mind. 

 

 

Figure 2.11: CT Index Results by Percentage of GTR Added (Rath et al., 2021) 

 

Rath et al. (2021) documented three field projects that utilized dry process GTR because 

they found the ñdiscrepancies observed in cracking results in laboratory testingò were cause 

enough to ñconduct a deeper examination of field cracking performance dataò. The 

researchers visually inspected the projects, analyzed the limited field core data, and applied a 

complex smart pavement monitoring (SPM) software to measure the Pavement Service 

Evaluation and Rating (PASER) (Rath et al., 2021). The PASER system can be used to rate 

the condition of road sections on a scale of 1-10, with 1 being the worst condition and 10 

being the best condition (Walker, 2002). 

The first project that Rath et al. (2021) evaluated was a section of Interstate (I)-88 in 

Dekalb county, Chicago, Illinois. In 2016, a dry process GTR modified SMA mixture was 

placed in the left lane, which was next to an SBS modified SMA mixture that had been 

placed in the right lane in 2015 (Rath et al., 2021). Figure 2.12 shows the sections. In 2019, 

the researchers concluded via visual inspection that the sections were in ñexcellent conditionò 

(Rath et al., 2021). Field cores were also collected from the sections and tested using the I-

FIT (Rath et al., 2021). The results indicated that the SBS modified section had a higher FI 

value than the dry process GTR modified section, meaning that the SBS modified section had 

greater cracking resistance, ñdespite the additional field aging timeò (Rath et al., 2021). 
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These I-FIT results are consistent with I-FIT and IDEAL-CT tests discussed earlier. 

However, the researchers emphasized that the dry process GTR modified section ñdid not 

exhibit any form of cracking,ò even though it produced a lower FI value and contained more 

RAP, while the SBS modified section ñshowed the onset of thermal crackingò (Rath et al., 

2021). Also, the SPM software calculated the PASER rating to be 9.7 for the two sections 

combined, meaning that the sections are in excellent condition ñwith very few cracks, as 

confirmed by visual inspectionò (Rath et al., 2021). Since it is evident that the section 

modified with dry process GTR performed well, the need to calibrate BMD cracking tests 

like the I-FIT and IDEAL-CT to correlate more accurately to field performance is apparent.  

 

 

Figure 2.12: Picture of Dry Process GTR and SBS Modified Sections (Rath et al., 

2021) 

 

 The second project that Rath et al. (2021) evaluated was a section of I-75 in Perry, 

Georgia. In 2007, a chemically modified dry process GTR mixture was placed next to an 
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SBS modified porous European mixture (PEM) (Rath et al., 2021). The GTR section was 

apparently expected to last only five to seven years, but ñrecent field visits have shown that 

the pavement lanes are still in good conditionò (Rath et al., 2021). Also, the SPM software 

calculated the PASER rating to be 8.5 in 2019, which is a high rating for pavement that is 

over ten years old (Rath et al., 2021). Figure 2.13 shows a picture of the sections as well as 

pictures from the SPM software (Rath et al., 2021). 

 

 

Figure 2.13: Chemically Modified Dry Process GTR and SBS Modified PEM 

Sections and SMP Software Pictures (Rath et al., 2021) 

 

The third and final project that Rath et al. (2021) evaluated was a section of residential 

street in Davison, Michigan. The street ñfunctions as an outlet for all the cityôs school buses 

twice a day during the school year,ò meaning that it consistently supports heavier traffic 

(Rath et al., 2021). In 2016, a dry process GTR modified mixture was placed. Recent visual 

inspections revealed that the section is ñstill in good condition with no crackingò (Rath et al., 

2021). Also, the SPM software calculated the PASER rating to be 8.1 in 2019.  

Using wet process rPE incorporation, Yin et al. (2021) conducted an IDEAL-CT 

experiment involving several different asphalt mixtures. One control mixture was 

unmodified, another was modified with rPE, another with rPE and Reactive Elastomeric 

Terpolymer (RET), and one more with SBS (Yin et al., 2021). The mixtures were also either 

short-term or long-term aged. Figure 2.14 shows the CTIndex results (Yin et al., 2021). For the 

short-term aged portion of the experiment, ñthe control mixture showed the highest average 

CTIndex value and thus was expected to have the best intermediate temperature cracking 

resistance, followed by the rPE-plus-RET modified, SBS modified, and rPE modified 
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mixtures, respectivelyò (Yin et al., 2021). For the long-term aged portion of the experiment, 

ñthe control mixture still had the highest average CTIndex value while the rPE-plus-RET 

modified mixture had the lowest CTIndex valueò (Yin et al., 2021). For both parts of the 

experiment, the control mixture has the best cracking resistance. This suggests that aging 

polymer and plastic modified mixtures increases their stiffnesses and reduces their ability to 

resist cracking, which is to be expected. This concept is supported by the observation that 

ñlong-term aged samples had significantly lower CTIndex values than the short-term aged 

samplesò (Yin et al., 2021). However, it was also noted that ñthe differences among the four 

mixtures were less pronounced for long-term aged samples than short-term aged samplesò 

(Yin et al., 2021). Regardless, IDEAL-CT results showed that using rPE and rPE+RET in 

short-term and long-term aged asphalt mixtures had a negative impact on intermediate 

temperature cracking resistance (Yin et al., 2021). 

 

 

Figure 2.14: CTIndex Results of Short-Term and Long-Term Aged Asphalt Mixtures 

(Yin et al., 2021) 

 

Using the same rPE as in the I-FIT experiment, Abdalfattah et al. (2022) also conducted 

an IDEAL-CT experiment with 12 wet process mixtures and 10 dry process mixtures. Only 

long-term aged mixtures were tested in this experiment. For the wet process part of the 

experiment, ñrPE modified asphalt mixtures exhibited lower average CTIndex than the 

corresponding control mixture,ò meaning that the rPE modified mixtures may have worse 
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cracking resistance than the control mixture (Abdalfattah et al., 2022). This trend can be 

visualized in Figure 2.15 (Abdalfattah et al., 2022). It was also observed that rPE modified 

mixtures using one virgin binder produced higher CTIndex values than when using another 

virgin binder, which can also be seen in Figure 2.15 (Abdalfattah et al., 2022). Thus, virgin 

binder source does have an impact on mixture cracking performance. For the dry process part 

of the experiment, different dosages were again utilized. It was discovered that ñincreasing 

the rPE percentage slightly decreased the average CTIndexò (Abdalfattah et al., 2022). This 

trend is consistent with the results of the I-FIT test that was conducted by the same 

researchers (Abdalfattah et al., 2022). It was also consistent in that the dry process yielded 

higher CTIndex values, and therefore better cracking resistance, than the wet process, which 

further confirms that the method of rPE incorporation affects performance (Abdalfattah et al., 

2022).  

 

 

Figure 2.15: CT Index Results of Control and rPE Modified Mixtures via the Wet 

Process (Abdalfattah et al., 2022) 

 

Using a blend of polyolefin and aramid synthetic fibers, Alfalah et al. (2020) conducted 

an IDEAL-CT experiment on asphalt mixtures. It was determined that CTIndex values 

increased slightly when the fibers were used, as seen in Figure 2.16, but an Analysis of 

Variance (ANOVA) test showed that the CTIndex values were not significantly different for 

the control and fiber reinforced asphalt mixtures (Alfalah et al., 2020). So, it was concluded 

that use of the fibers does not improve the cracking resistance of asphalt mixtures (Alfalah et 

al., 2020).  
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Figure 2.16: CT Index Results of Control and Fiber Modified Mixtures (Alfalah et al., 

2020) 

 

For the SCB test, test data are used to determine the bottom-up fatigue cracking 

resistance of asphalt mixtures (Muftah et al., 2017). Figure 2.17 shows the geometry of a 

SCB test specimen (Mull et al., 2005). The test specimen is semi-circular with a precut notch 

and undergoes three-point bending, as with the I-FIT test. However, in the SCB test, FI is not 

determined. Several other parameters measured within the test, such as fracture energy, 

cycles to failure, and crack speed, are used instead to evaluate the cracking resistance of a 

mixture. The greater the fracture energy, which is the area under the load versus deformation 

curve, the more cycles it takes to fail a mixture specimen, and the lower the crack speed, the 

better cracking resistance a mixture has. 



26 

 

 

Figure 2.17: SCB Test Specimen Geometry (Mull et al., 2005) 

 

Using dry process GTR incorporation, Mull  et al. (2005) conducted a SCB experiment 

involving several asphalt mixtures. A control mixture, GTR modified mixture, and a 

chemically modified GTR mixture were tested. The resulting cycles to failure revealed that 

the chemically modified GTR mixture had the best fatigue cracking resistance, as seen in 

Figure 2.18 (Mull et al., 2005). This mixture achieved more cycles to failure and its crack 

propagated more slowly than the GTR modified and control mixtures, which can be seen in 

Figure 2.19, giving it about 2.2 times the fatigue life of the GTR modified mixture and about 

5.6 times the fatigue life of the control mixture (Mull et al., 2005). Mull et al. (2005) 

attributed this increased fatigue crack resistance to enhanced asphalt binder performance. The 

researchers claim that this is ñthrough an increase in both the interfacial adhesion between 

the asphalt binder and aggregate, and the cohesiveness properties of the binder itselfò (Mull 

et al., 2005). 
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Figure 2.18: Crack Length as a Function of Number of Cycles (Mull et al., 2005) 

 

 

Figure 2.19: Crack Speed as a Function of Energy Release Rate (Mull et al., 2005) 

 

Using a blend of polyolefin and aramid synthetic fibers as well as wax-treated aramid 

fibers, Muftah et al. (2017) conducted an SCB experiment on asphalt mixtures that were 

placed in the field for a project as well as field cores. For the experiment, both low and high 
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fiber dosages were used, with the low dosage rates being manufacturer recommended. Figure 

2.20 presents the resulting load versus deformation curves, which help visualize fracture 

energy (Muftah et al., 2017).  From an ANOVA analysis of the low dosage results, it was 

determined that ñno significant difference was found in the field mixes with respect to 

fracture energyò (Muftah et al., 2017). Muftah et al. (2017) claim that this finding may 

suggest that ñfibers do not provide significant improvements to the cracking resistance of 

field mixes because of their low fiber contentò. The fracture energies of the high dosage tests, 

however, showed different behavior. The researchers found that the fibers ñmight not have 

improved the performance of the mix before the peak load was reached,ò but after the peak 

load was reached and the cracking was initiated, ñfibers were found to reduce crack 

propagation significantlyò (Muftah et al., 2017). They also suggest that this may have been 

the result of ñthe bridging effect of fibers,ò which essentially means that the fibers likely 

prohibited further cracking by keeping the materials intact (Muftah et al., 2017). It was 

further stated that they observed this phenomenon during the test. It was determined that ñthe 

bonding of the fibers to the mixtureôs constituents, as well as the content of the fibers, were 

key factors that contributed to the improved performanceò (Muftah et al., 2017). The 

researchers conclude that at low strain levels the fibers simply acted as filler material and did 

not improve mixture performance, but at higher strain levels the fibers may have enhanced 

performance (Muftah et al., 2017). Since the mixtures utilizing fibers at the manufacturer 

recommended dosage rates were shown not to significantly affect mixture performance but 

higher fiber dosage was shown to improve performance, it was recommended that ñthe 

optimum amount of different fibers be checked before the production of fiber-modified 

asphalt mixturesò (Muftah et al., 2017). 
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Figure 2.20: Load versus Deformation Curves at (a) 40ęF, (b) 70ęF, and (c) 100ęF 

(Muftah et al., 2017) 

 

For the E* test, test data are used to create a master curve, allowing researchers to 

determine the modulus of asphalt mixtures over a wide range of testing temperatures and 

loading frequencies. Figure 2.21 shows the test setup. The test can be run in unconfined or 

confined modes using small or large specimens. Since it is a repeated load test, the modulus 

values can be used to evaluate the bottom-up fatigue cracking resistance of the mixtures 

when it is run at high frequencies. At a given test temperature and frequency, lower modulus 

values translate to a less stiff mixture, usually meaning that the mixture has better cracking 

resistance.  
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Figure 2.21: E* Test Setup 

 

Willis  (2013) documented a field project that utilized wet process GTR. The project was 

a section of US 231-S near Dothan, Alabama. In 2010, the wet process GTR modified 

mixture was placed in the outside lane of traffic, along with an SBS modified mixture 

(Willis, 2013). The mixtures were sampled during production and transported to the NCAT 

laboratory for testing (Willis, 2013). The results of confined and unconfined E* testing, 

which can be seen on a logarithmic scale in Figure 2.22 and on an arithmetic scale in Figure 

2.23, show that the SBS modified mixture had only slightly better cracking resistance than 

the wet process GTR modified mixture (Willis, 2013). The performance of the field sections 

was then evaluated a year after placement in 2011. Willis (2013) explains that three 

subsections 100 feet long were randomly chosen to assess the cracking in both the wet 

process GTR and SBS modified test sections. Cracking was monitored visually, and it was 

determined that both sections were free of cracks (Willis, 2013). Longer duration field testing 

may be necessary, however, to truly evaluate the field performance of the wet process GTR 

modified mixture relative to the SBS modified mixture. 
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Figure 2.22: E* Master Curves on Logarithmic Scale (Willis, 2013) 

 

 

Figure 2.23: E* Master Curves on Arithmetic Scale (Willis, 2013) 

 

Using the same blend of polyolefin and aramid synthetic fibers as in the IDEAL-CT 

experiment, Alfalah et al. (2020) conducted an E* experiment on asphalt mixtures. It was 
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determined that the modulus values for all the fiber reinforced asphalt mixtures, which can be 

found in Figure 2.24, ñare similar to or slightly lower than the control mixture at higher 

frequenciesò (Alfalah et al., 2020). Since the differences were noted to be small or 

nonexistent, the findings indicate that the fibers used have ñlittle impact on the cracking 

performanceò of the mixtures (Alfalah et al., 2020). This conclusion is consistent with the 

results of the IDEAL-CT test that was conducted by the same researchers (Alfalah et al., 

2020). 

 

 

Figure 2.24: E* Master Curves on Logarithmic Scale (Alfalah et al., 2020) 

 

Using the same blend of polyolefin and aramid synthetic fibers and wax-treated aramid 

fibers as in the SCB experiment, Muftah et al. (2017) conducted an E* experiment on asphalt 

mixtures that were placed in the field for a project as well as field cores. The results did not 

show any notable differences between the fiber reinforced mixtures and control mixture at 

low and high temperatures (Muftah et al., 2017). It was documented, however, that an 

ANOVA analysis revealed there was a significant difference between the control mixture and 

the polyolefin and aramid fiber reinforced mixtures at ñan intermediate temperature of 70°F 

and at a frequency of 1 Hzò (Muftah et al., 2017). This may suggest that the fibers impacted 
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the modulus of the mixture for those specific conditions, but since it was the only significant 

difference discovered it may be due to inherent variability of the samples or testing. Other 

than the one variation, the ANOVA analysis indicated that ñno significant difference in the 

dynamic modulus values existed,ò so the researchers concluded that the fibers used did not 

affect the performance of the mixtures (Muftah et al., 2017). This conclusion concurs with 

the results of the SCB test that was conducted by the same researchers (Muftah et al., 2017). 

For the OT, the crack progression rate (ɓ) parameter is calculated from test data and used 

to determine the reflective cracking resistance of asphalt mixtures (Yin et al., 2021). Figure 

2.25 shows the test setup, where the specimen is cut in several places and glued to two steel 

plates. One plate is fixed, while the other moves back and forth. A crack propagates from the 

bottom of the specimen where it meets both plates, allowing ɓ to be measured. The lower ɓ 

is, the better cracking resistance a mixture has.  

 

 

Figure 2.25: OT Setup (ñCenter for Transportation Infrastructure Systems,ò 2021) 

 

Using the same wet process rPE incorporation as in the IDEAL-CT experiment, Yin et al. 

(2021) conducted an OT experiment involving several different asphalt mixtures. The 

mixtures were the same as in the IDEAL-CT experiment, except in the OT experiment all 

mixtures were long-term aged. It was determined that the control mixture ñhad a lower 

average ɓ value than the three modified mixtures,ò which can be seen in Figure 2.26, but it 
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was also noted that ñthe difference was not statistically significant if considering the 

variability of the OT resultsò (Yin et al., 2021). The findings show that using rPE or 

rPE+RET as additives ñdid not seem to affect the reflective cracking resistance of asphalt 

mixtures after long-term agingò (Yin et al., 2021). 

 

 

Figure 2.26: OT ɓ Results of Long-Term Aged Asphalt Mixtures (Yin et al., 2021) 

 

From the laboratory and field experiments presented in this literature review, it is clear 

that more testing needs to be conducted on mixtures utilizing the new additive types. Some of 

the existing test results agree on whether the additives improve cracking resistance, while 

others disagree. For example, it appears that tests such as the I-FIT, IDEAL-CT, and E* 

agree that GTR decreases the cracking resistance of a mixture, even though some researchers 

claim that this trend is inconsistent with field performance. However, the SCB test has shown 

that dry process GTR can increase the cracking resistance of a mixture. For rPE, the I-FIT 

and IDEAL-CT agree that it decreases the cracking resistance of a mixture, but the OT test 

has shown that wet process rPE might not affect the cracking resistance of a mixture. For 

synthetic fibers, though, the general consensus of the IDEAL-CT, SCB, and E* is that they 

do not affect the cracking resistance of mixtures at low or manufacturer dosages. However, 
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some tests have shown that cracking resistance is increased when fibers are included at 

higher dosages. 

 

2.4 Additive Group Experiment Phase I: Methodology and Publicly Available Results 

As mentioned in Chapter 1, Phase I of the AG Experiment involved preliminary efforts, 

such as limited laboratory characterization and predictive structural analyses for several 

experimental and control mixtures. That effort is presented here as part of the publicly 

available information that sponsors agreed to share in an anonymous fashion. Due to NDAs 

within Phase I, the particular technologies that were used will not be identified in this 

literature review to preserve anonymity, and each additive will be referred to by the random 

number assigned to it in a previous study (Timm et al., 2022). 

For this investigation, a typical dense-graded mixture design was used to make 12 

mixtures. Two of the mixtures were used as controls, with one using PG 67-22 unmodified 

asphalt binder and the other using PG 76-22 SBS modified asphalt binder. The remaining 

mixtures were experimental, each utilizing a different new asphalt additive. Two of the 

additive modified mixtures were plant produced and had their own respective control 

mixtures. E* and Cyclic Fatigue tests were conducted on each mixture to determine its 

stiffness and fatigue damage characteristics (Timm et al., 2022). The results of these tests 

were then used as inputs in the WESLEA for Windows Version 3.0 and FlexPAVEÊ 1.1 

programs for pavement structural design analysis using a pavement cross-section that was 

planned for the full-scale accelerated pavement evaluation on the NCAT Test Track (Timm 

et al., 2022). The WESLEA analysis yielded a predicted the number of cycles to bottom-up 

fatigue cracking failure. The FlexPAVEÊ analysis resulted in a predicted percent damage 

(% damage) value due to bottom-up fatigue cracking as well as top-down cracking (Timm et 

al., 2022). Both analyses were then iterated with varying pavement thickness until equivalent 

layer thicknesses and provisional structural coefficients (a1) were determined for each 

additive modified mixture relative to the SBS modified control mixture (Timm et al., 2022). 

Figure 2.27 presents a flow chart for this AG Phase I methodology. From all the laboratory 

and predictive structural analysis data, sponsors were able to compare the various additive 

modified mixtures to the control mixtures and make informed decisions about which additive 

modified test sections to construct at the NCAT Test Track. 
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Figure 2.27: AG Phase I Methodology Flow Chart (Timm et al., 2022) 

 

As documented by Timm et al. (2022), a 12.5 mm nominal maximum aggregate size 

(NMAS) dense-graded mixture was used for mixture design. The mixture included a blend of 

granite and manufactured sand as well as 20% RAP Baghouse fines were also added at 1.0% 

by weight of aggregate to account for potential aggregate breakdown during production. The 

mixture design was first created with PG 76-22 SBS modified asphalt binder. It was found 

that the performance optimum binder content (OBC) of the mixture was 5.6%. At OBC, the 

mixture had 4.4% air voids and 15.9% voids in the mineral aggregate (VMA) at a design 

compaction effort (Ndesign) of 60 gyrations. The OBC was selected using a BMD approach 

involving the IDEAL-CT and the Hamburg Wheel Tracking Test (HWTT) (AASHTO T 

324). The IDEAL-CT and HWTT were conducted on short-term aged for 4 hours at 135ęC 

(AASHTO R 30). The IDEAL-CT was performed at 25ęC to evaluate intermediate 

temperature cracking resistance. The HWTT was conducted at 50ęC to evaluate rutting 

resistance. The mixture at OBC had an average CTIndex of 54.1 and an average rut depth of 

2.5 mm at 20,000 passes with no signs of stripping. 
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As further documented by Timm et al. (2022), E* testing was conducted on small-size 

cylindrical gyratory specimens using an Asphalt Mixture Performance Tester (AMPT). 

Triplicate specimens were prepared according to AASHTO PP 99-19, and each was tested 

with nine temperature-loading frequency combinations, which included three test 

temperatures (i.e., 4, 20, and 40°C) and three loading frequencies (i.e., 10, 1, and 0.1 Hz). An 

E* master curve was then constructed via the process outlined in AASHTO R 84-17. Also, 

the modulus value at 20ęC and 10 Hz was used as an index parameter to compare the asphalt 

mixtures. Table 2.2 compiles the E* master curve coefficients of the 12 laboratory mixtures, 

including the PG 67-22, PG 76-22 control, and ten additive modified experimental mixtures. 

It should be noted that the two other plant produced additive modified mixtures and their 

respective control mixtures are not included in the table to preserve anonymity. Figure 2.28 

shows the E* master curves for the PG 67-22 and PG 76-22 control mixtures for 

visualization purposes. Figure 2.29 presents all the modulus values determined from E* 

testing at 20C and 10 Hz. In Figure 2.29, error bars represent one standard deviation. An 

ANOVA analysis (Ŭ = 0.05) with Tukey pairwise statistical groupings was conducted to 

statistically rank the E* results, with the resulting groups being shown in Figure 2.29. 

Mixtures that do not share a letter are significantly different, so the differences in E* stiffness 

values at 20°C and 10 Hz between the experimental and control mixes are mainly due to the 

effect of the additives. 

 

Table 2.2: E* Master Curve Fitting Coefficients (Timm et al., 2022) 
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Figure 2.28: E* Master Curves of PG 67-22 and PG 76-22 Control Mixtures (Timm 

et al., 2022) 

 

 

Figure 2.29: E* Values at 20ęC and 10 Hz (Timm et al., 2022) 

 

The Cyclic Fatigue test was also conducted on small-size cylindrical gyratory specimens 

using an AMPT. As described by Timm et al. (2022), triplicate specimens were again 

prepared, and each was tested according to AASHTO TP 133-19. The test temperature of 

21ęC was chosen based on the climate high-temperature grade requirement of the mix design, 

and the frequency was held constant at 10 Hz. The main output was a plot of mixture 
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modulus and phase angle versus the number of loading cycles, with specimen failure being 

determined by the point where the phase angle peaked and started to drop off. The 

corresponding number of cycles at this failure point was designated as the number of cycles 

to failure (Nf). For analysis of this data, a damage characteristic curve was constructed by 

plotting the mixture pseudo-stiffness as a material integrity parameter (C) on the y- axis 

against the damage parameter (S) on the x-axis. This C-versus-S curve represents the 

fundamental damage characteristics of the mixture, which is independent of test temperature 

and loading frequency. The predicted Nf at strain levels varying from 100 to 600 microstrain 

(ɛ) at 20ęC was determined by applying the simplified viscoelastic continuum damage (S-

VECD) model to the test data. These predicted Nf values were then fitted with a power 

function trendline to construct the predicted Nf-versus-Strain curves. Table 2.3 summarizes 

the fitting coefficients of the C-versus-S and Nf-versus-Strain curves from the Cyclic Fatigue 

test. Figure 2.30 and Figure 2.31 show the the C-versus-S and Nf-versus-Strain curves, 

respectively, of the PG 67-22 and PG 76-22 control mixtures for visualization purposes 

(Timm et al., 2022). In Figure 2.30, the C-versus-S curve of the PG 76-22 control mixture 

was longer and plotted above the curve of the PG 67-22 control mixture, which indicates that 

the PG 67-22 control mixture was more susceptible to fatigue damage in direct tension. This 

inference can also be made from Figure 2.31, where the PG 76-22 control mixture yielded 

consistently higher predicted Nf values at all strain levels and, therefore, was expected to 

have better fatigue damage resistance than the PG 67-22 control mixture. 
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Table 2.3: Cyclic Fatigue C-versus-S and Nf-versus-Strain Curve Fitting 

Coefficients (Timm et al., 2022) 

 

 

 

Figure 2.30: Cyclic Fatigue C-versus-S Curve for PG 67-22 and PG 76-22 Control 

Mixtures (Timm et al., 2022) 
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Figure 2.31: Cyclic Fatigue Nf-versus-Strain Curve for PG 67-22 and PG 76-22 

Control Mixtures (Timm et al., 2022) 

 

The WESLEA analysis used layered elastic analysis to determine tensile strain levels at 

the bottom of the asphalt concrete (AC) layer in each of the analyzed cross sections as 

described by Timm et al., (2022). These cross sections included the two control mixtures (PG 

67-22 unmodified binder and PG 76-22 SBS modified binder) and the experimental additive 

modified mixture. Granular base (GB) and subgrade layer properties were held constant. 

Figure 2.32 shows one of the experimental additive modified pavement cross sections 

alongside the two control cross sections. 
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Figure 2.32: WESLEA Cross-Sections (Timm et al., 2022) 

 

The moduli (E) of the subgrade and GB layer unbound materials, which can be found in 

Figure 2.32, were based on representative values obtained through backcalculation of FWD 

data from previous research cycles at the Test Track (Taylor and Timm, 2009). Typical 

Poisson ratios were assumed for the materials and can also be found in Figure 2.32, and the 

moduli of the asphalt layers were based on the E* testing at 20°C and 10 Hz (Timm et al., 

2022). 20ęC was selected due to it being in the middle of the expected temperature range of 

the asphalt layer at the NCAT Test Track, it is near the cyclic fatigue test temperature (21°C), 

and it corresponds to the AASHTO reference temperature of 68°F used for asphalt structural 

layer coefficients. The cross sections were modeled as 5 inches of AC over 6 inches of GB to 

simulate the planned AG cross sections at the NCAT Test Track. Simulated loadings were 

20,000 lb per axle or 5,000 lb per tire with an inflation pressure of approximately 100 psi, 

which is meant to mimic the weight of the single axles on the trucks at the NCAT Test Track 

(Timm et al., 2022). 

The tensile strain at the bottom of the AC was then determined from WESLEA analysis. 

The strain values were used in the transfer functions, which were generated from AMPT 

cyclic fatigue testing, and Nf was estimated for each section (Timm et al., 2022). Examples 

of the transfer functions and Nf values are shown above the cross sections in Figure 2.32, and 

Figure 2.33 presents all the Nf values. It should be noted that the Nf values do not include 
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lab-to-field shift factors, so they are only used to compare to other Nf values and against % 

damage predictions made via FlexPAVEÊ analysis (Timm et al., 2022). 

 

 

Figure 2.33: WESLEA Nf Values (Timm et al., 2022) 

 

WESLEA was then used to conduct additional simulations to determine the required 

thickness to the nearest 0.1 inch of the unmodified PG 67-22 control and additive modified 

experimental cross sections to yield approximately the same Nf as the PG 76-22 control cross 

section (Timm et al., 2022). The material properties were held constant, except for the AC 

layer thicknesses of the PG 67-22 control and additive modified experimental cross sections. 

Figure 2.34 shows all the equivalent AC thickness values. The determined thicknesses ranged 

from 4.5 to 5.7 inches, and as expected, the mixtures with the highest predicted Nf values 

translated to the thinnest equivalent AC thicknesses. 
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Figure 2.34: WESLEA Equivalent AC Thicknesses (Timm et al., 2022) 

 

The resulting equivalent thicknesses were then used to calculate a1 values for use in the 

AASHTO 1993 Design Guide of Pavement Structures (Timm et al., 2022). An a1 of 0.54 was 

assumed for the PG 76-22 control cross section since it is the current value used for this 

material by the Alabama Department of Transportation. When this a1 is multiplied by the AC 

layer thickness of 5 inches, a structural number (SN) of 2.7 is determined for the AC layer 

(Timm et al., 2022). Structural coefficients for the PG 67-22 control and additive modified 

experimental cross sections were then determined by ñdividing 2.7 by the corresponding 

estimated thicknesses from the WESLEA simulationsò since they were ñdesigned as 

structurally equivalent (i.e., SN = 2.7). Figure 2.35 presents all the a1 values. The determined 

a1 values ranged from 0.47 to 0.60, and as expected, the mixtures with the highest predicted 

Nf values and thinnest equivalent AC thicknesses translated to the highest structural 

coefficients. What was unexpected, however, was the fact that the structural coefficients all 

exceeded the commonly used value of 0.44 but were well below the maximum reported value 

from the American Association of State Highway Officials (AASHO) Road Test, which was 

0.83 (Highway Research Board, 1962). 
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Figure 2.35: WESLEA a1 Values (Timm et al., 2022) 

 

As documented by Timm et al. (2022), the FlexPAVEÊ analysis used viscoelastic 

continuum damage theory to account for the effects of loading rate and temperature on the 

asphalt pavement response and distress mechanisms and three-dimensional finite element 

analysis with moving loads to compute the mechanical response under various traffic loads. 

The Enhanced Integrated Climatic Model (EICM) is incorporated into FlexPAVEÊ to 

provide realistic climatic conditions for pavement response calculations and performance 

predictions. 

The inputs used for the FlexPAVEÊ fatigue cracking analysis were selected to closely 

mimic the traffic, climate, and subgrade conditions of the NCAT Test Track as well as the 

anticipated pavement structure of the AG experiment (Timm et al., 2022). The inputs were 

aligned with WESLEA inputs when possible to minimize differences between the analyses. 

Table 2.4 summarizes the FlexPAVEÊ inputs. 
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Table 2.4: FlexPAVEÊ Inputs (Timm et al., 2022) 

Pavement type new pavement 

Analysis option 

pavement performance analysis (fatigue 

cracking only) 

Pavement design life 2 years 

Pavement structure 3-layer pavement 

AC layer 
varying thickness, using E* and Cyclic 

Fatigue test results as material inputs 

GB layer 

6 inches, modulus = 10,000 psi, Poissonôs 

ratio = 0.40 

Subgrade layer 

infinite layer, modulus = 30,000 psi, 

Poissonôs ratio = 0.45 

Climate data 

EICM temperature profile for Troy, AL 

(closest location to Auburn, AL in 

FlexPAVEÊ) 

Traffic data  

single axle, dual tires 18-kip axle load, 

design speed = 45 mph, daily ESAL = 

13,699 (to simulate 10 million ESALs over 

2 years), no traffic growth 

 

Examples of the resulting % damage values obtained via FlexPAVEÊ analysis can be 

seen in Figure 2.36. From the curves, it is evident that % damage decreases as the AC layer 

thickness increases, which is due to enhanced structural capacity of the pavement (Timm et 

al., 2022). Figure 2.37 shows the % damage values for all the mixtures. Of the ten additive-

modified experimental mixtures, four were predicted to outperform the PG 76-22 SBS 

control mixture in terms of the predicted cracking performance as determined by 

FlexPAVEÊ. All the experimental mixtures except one (i.e., Additive 9) had a lower 

predicted percent damage, and therefore better predicted cracking performance, than the PG 

67-22 control mixture. 
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Figure 2.36: FlexPAVEÊ Example Predicted % Damage Curves (Timm et al., 2022) 

 

 

Figure 2.37: FlexPAVEÊ % Damage Values (Timm et al., 2022) 

 

Similar to the WESLEA analysis, iterative FlexPAVEÊ simulations were conducted 

using varying AC layer thicknesses for the PG 67-22 control and additive modified 

experimental cross sections until an equivalent thickness to the PG 76-22 control cross 
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section was determined (Timm et al., 2022). However, instead of Nf, the % damage of the PG 

76-22 control cross section was the target value for the iterative FlexPAVEÊ simulations. 

Figure 2.38 presents the equivalent AC thickness values. Then the provisional a1 was 

computed using the same methodology as in the WESLEA analysis (Timm et al., 2022). 

Figure 2.39 shows the calculated a1 values. The equivalent AC layer thicknesses of the 

experimental mixtures varied from 4.3 to 5.8 inches, while the provisional a1 values varied 

from 0.47 to 0.67. Overall, the results indicate that many of the asphalt additives evaluated 

have the potential to improve the structural capacity of asphalt mixtures, based on the 

predicted cracking performance in FlexPAVEÊ. However, the degree of difference from the 

control mixtures seems to vary greatly from additive to additive. 

 

 

Figure 2.38: FlexPAVEÊ Equivalent AC Thicknesses (Timm et al., 2022) 
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Figure 2.39: FlexPAVEÊ a1 Values (Timm et al., 2022) 

 

After both WESLEA and FlexPAVEÊ analyses were conducted on the mixtures, 

similarities between the results were noticed. Direct comparisons, which can be seen in 

Figures 2.40, 2.41, and 2.42, were then made to more clearly understand the relationship 

between the two distinctly different analysis methods. It should be noted that the figures 

include data from the four plant produced mixtures that were not presented previously (Timm 

et al., 2022). From the figures, it is evident that all comparisons show relatively strong 

correlations (R2 Ó 0.86). The researchers noted that the two analysis methods, working from 

the same set of laboratory data but using very different performance prediction approaches 

arrived at a strong and reasonable (i.e., % fatigue damage decreases with increasing number 

of cycles to failure) correlation (Timm et al., 2022). The regression equation in Figure 2.40 

can be used as a way to predict FlexPAVEÊ % damage from the WESLEA Nf analysis and 

vice versa over the range of conditions that were evaluated in this study. Figure 2.41 shows 

the equivalent AC thicknesses determined via the two methodologies, with a linear 

regression trendline forced through a 0-inch y-intercept. On average, the two methods 

produce almost the same equivalent thickness. Again, this is interesting given that the two 

approaches are extremely different in terms of complexity. Similar statements can be made 

regarding Figure 2.42, where the structural coefficients are compared between the two 

approaches. The linear trendline once again indicates that the results from the FlexPAVEÊ 
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and WESLEA analyses are nearly identical. However, the data in Figure 2.42 is not 

surprising, given Figure 2.41, since it is simply transformed from equivalent thicknesses to a1 

values by dividing a constant number by the equivalent thicknesses. 

Also, even though they show nearly identical results in Figures 2.41 and 2.42, two 

mixtures fall relatively farther from the linear trendlines. It is not known why this is the case, 

but it will be addressed as part of the AG Experiment. 

 

 

Figure 2.40: FlexPAVEÊ % Damage versus WESLEA Nf (Timm et al., 2022) 
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Figure 2.41: FlexPAVEÊ versus WESLEA Equivalent AC Thicknesses (Timm et 

al., 2022) 

 

 

Figure 2.42: FlexPAVEÊ versus WESLEA a1 Values (Timm et al., 2022) 
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Due to these strong correlations, a framework could be established to rapidly predict and 

evaluate the performance of additive modified mixtures using one or both of the analysis 

methods. Another goal of Phases II, IIIa, and IIIb of the AG Experiment is to determine 

whether this possibility is viable or if the methods should be refined. 

 

2.5 Summary 

This literature review introduced the new asphalt additive technologies that are relevant 

to the AG Experiment, listed and discussed potential benefits and concerns of each of the 

new asphalt additive technologies, presented some previous testing and studies involving the 

new asphalt additive technologies, and stated and discussed the methods and publicly 

available results of the AG Experiment: Phase I study.  

It was found from reviewing literature about laboratory and field studies that more testing 

needs to be conducted on mixtures utilizing the new additive types. The various studies 

conflicted regarding the roles of GTR and rPE in altering mixture cracking performance. 

However, it is generally agreed that synthetic fibers do not affect the cracking resistance of 

mixtures at low or manufacturer dosages. Some tests show that synthetic fibers may increase 

mixture cracking resistance when included at higher dosages, though. 

 From reviewing the publicly available results of Phase I, it was determined that Nf and % 

damage values for the additive modified mixtures, which were derived from WESLEA and 

FlexPAVEÊ structural analyses, varied in terms of degree of change from the control 

mixtures. The same trend, as well as the expected trend of decreasing equivalent AC 

thickness and increasing a1 as Nf increased and % damage decreased, was observed in the 

calculated values for the additive modified mixtures. What was unexpected, however, was 

the fact that the values determined from the WESLEA and FlexPAVEÊ analyses and values 

calculated from them correlated extremely well (R2 Ó 0.86). This was not expected due to the 

vastly different approaches and differing levels of complexity associated with the analysis 

methods. Regardless, both methods may potentially allow for the rapid evaluation of additive 

modified mixture performance. To this end, a goal of Phases II, IIIa, and IIIb of the AG 

Experiment is to determine the viability of the different structural analysis methods. 
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CHAPTER 3 

Additive Group Experiment Phase II: Construction  

 

Once the preliminary work of Phase I was completed, the sponsors chose five new 

asphalt additives to include in the construction of test sections at the NCAT Test Track. The 

chosen additives are presented in Table 3.1, along with their section designations and 

descriptions. From this point on, the sections will be referred to in this thesis by their 

respective descriptions and section numbers for brevity. 

 

Table 3.1: AG Experiment Test Section Information  

Section Non-SBS Additive Technology Description 

N1 SmartMIXÊ (Liberty Tire Recycling) GTRDry 

N2 Terminal Blended (TB) Rubber Binder (Entech, Inc.) GTRWet 

N5 ACE XPÊ (Surface TechÊ) Aramid 

N7 N/A Ctrl 

S5 Generic Post-Consumer Recycled (PCR) Plastics DryPlastic 

S6 LLDPE+ELVALOYÊ RET (Dow®) WetPlastic 

 

As discussed previously, full-scale testing is necessary to comprehensively characterize 

and evaluate the additive modified mixtures. So, the sections were constructed and 

instrumented with asphalt strain gauges (ASGs), earth pressure cells (EPCs), and 

thermocouple temperature probes to monitor the sectionsô performance over time and as 

accelerated loading is applied. This chapter presents the instrumentation process and overall 

construction of the AG Experiment sections.  
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3.1 Instrumentation 

3.1.1 Layout and Purpose 

The various instruments embedded within the sections all measure a flexible pavementôs 

response to traffic and the environment. ASGs measure the horizontal strain response of the 

pavement, EPCs measure the vertical pressure that the pavement experiences, and 

thermocouple temperature probes measure the temperature of the pavement. The 

instrumentation scheme and installation process was consistent with recent NCAT Test Track 

construction cycles and was implemented into the 2021 research cycle with few 

modifications (Timm et al., 2009; McCarty, 2020). For instance, the one notable difference 

between the 2021 Test Track cycle construction and previous cycle construction is that 

pandemic-related supply chain issues delayed the shipment of many ASGs. This delay 

caused several ASGs that were intended to be used on another project to be utilized in the 

2021 Test Track cycle construction. Therefore, some sections were instrumented with ASGs 

from different batches, but all met the quality standards for the Test Track. The primary 

difference was the length of wires attached to the gauge itself, which did not prove 

problematic. 

In each section, twelve ASGs were placed at the bottom of the asphalt concrete (AC) 

layer, an EPC was placed at the top of the granular base (GB) layer, and another EPC was 

placed at the top of the subgrade soil to measure the structural response of the pavement 

sections. A bundle of thermocouple temperature probes was also assembled to measure 

temperatures at the top, middle, and bottom of the AC layer and 3 inches into the GB layer. 

This probe was inserted into the sections to capture the temperature gradient through the 

depth of the pavement. The ASGs consisted of the Geocomp 4ò x 6ò model with 30-foot 

leads as well as 150-foot leads. The EPCs were all the Geokon® 3500-2-250KPA model 

semiconductor with 30-foot leads. Finally, the thermocouple temperature probes were all the 

Campbell Scientific® 108-U-L30-PT model with permanent temperature measurement and 

type J thermocouples. These ASGs, EPCs, and thermocouple temperature probes are shown 

in Figures 3.1, 3.2, and 3.3, respectively. 
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Figure 3.1: Geocomp ASG (McCarty, 2020) 

 

 

Figure 3.2: Geokon® EPC (McCarty, 2020) 
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Figure 3.3: Campbell Scientific® Thermocouple Temperature Probe Bundle 

(McCarty, 2020) 

 

Figure 3.4 depicts and numbers the ASG and EPC layout in plan view. The ASGs were 

assigned to channels 1 through 12, while the EPCs were assigned to channels 13 and 14 in 

the DATAQ data acquisition system. The instrument layout, or gauge array, was centered 

over the outside wheel path (OWP) to ensure that peak responses of truck passes were 

captured and that natural wheel wander was taken into account. The gauges within the gauge 

array were spaced from center at 2-foot increments. However, gauge 14 was an exception 

since it was spaced from center at 4 feet from the nearest ASG to provide sufficient spacing 

for the EPC transducer. Also, based on past Test Track measurements illustrating that the 

maximum tensile strain came from responses in the direction of traffic (i.e., longitudinal 

strain), the ASGs were only oriented longitudinally in all of the AG Experiment sections 

(Timm and Priest, 2008).  
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Figure 3.4: Gauge Array for AG Experiment Sections 

 

3.1.2 Calibration  

The ASG and EPC local calibration procedures, as documented by McCarty (2020), were 

utilized for the gauges in the AG Experiment sections. The ASG calibration procedure 

involves ensuring gauge functionality and obtains a voltage-to-strain calibration factor. Each 

ASG was wired into the DATAQ data acquisition system to record voltage signals and 

mounted into a calibration jig to apply tension to the ASG. Displacement values were noted 

as tension is applied, allowing strain to be calculated. Two loading and unloading cycles 

were applied as a repeatability check. The gauge factor was then determined from the slope 

of the linear trendline of the plotted microstrain versus voltage points. Individual gauge 

factors were determined, but the ASG gauge factors were typically around 500 

microstrain/Volt. 

The EPC calibration process also involves ensuring gauge functionality. Each EPC was 

wired into the DATAQ to record voltage signals and placed into the water-filled chamber to 

apply compressive stress to the EPC. Pressure values were recorded as compressive stress 

was applied. Two loading and unloading cycles were again applied as a repeatability check. 

The gauge factor was then determined from the slope of the linear trendline of the plotted 

pressure versus voltage points. The EPC gauge factors are typically around 7.2 psi/Volt. 



58 

 

The detailed calibration data for each gauge in the AG Experiment sections can be seen 

in Appendix A. The resulting calibration factor of each gauge for the sections can be viewed 

in Appendix B, along with the gauge assignments for each test section. 

 

3.1.3 Installation 

After all the gauges were calibrated, installation within the AG Experiment sections 

commenced in coordination with the pavement construction schedule. Installation of the 

gauges was similar to that of previous test cycles. For each section, the subgrade EPC was 

installed first. The gaugeôs wire was threaded into flexible conduit to ensure that it did not 

get pinched or cut by aggregate or equipment during construction. Next, the gauge and 

conduit were placed on the subgrade according to the layout pictured in Figure 3.4. Spray 

paint was then used to mark the placement, allowing the gauge and conduit to be removed. A 

trench was then dug in the subgrade along the spray paint guidelines for the conduit to lie in, 

as seen in Figure 3.5. A shallow hole was also dug for the EPC itself. Subgrade soil was 

sieved through a #8 and a #16 sieve for placement underneath the EPC to make it level with 

the subgrade surface and provide a layer of protection from larger stones. The -#8 material 

was placed first, followed by a thin layer of finer -#16 material. Figure 3.6 shows a leveled 

subgrade EPC from one of the sections. Once leveled, the location of the EPC was 

documented by a surveyor with a total station. The EPC was then covered with more -#16 

and -#8 subgrade material. The conduit was also placed in the trench and covered and 

compacted with subgrade material that had large aggregate removed with a ıò screen. The 

installed and covered subgrade EPC can be seen in Figure 3.7. Finally, an aggregate base was 

placed, graded, and compacted on top of the subgrade. Construction equipment was used to 

dump and work loads of aggregate base material on top of the covered subgrade EPC, as seen 

in Figure 3.8. 
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Figure 3.5: Subgrade Trench Digging 

 

 

Figure 3.6: Leveled Subgrade EPC 
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Figure 3.7: Installed and Covered Subgrade EPC 

 

 

Figure 3.8: Aggregate Base Material Covering the Subgrade EPC 
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After the aggregate base was placed and met moisture and density requirements, the base 

layer EPC and ASGs were installed. The installation of the base layer EPC was exactly the 

same as the installation of the subgrade EPC, except that aggregate base material was dug 

into and used as backfill instead of subgrade material.  

ASG installation was also similar, but some aspects varied. The gauge wires were again 

threaded into protective flexible conduit. This process proved to be challenging and time-

consuming for the ASGs with 150-foot leads. Thus, these ASGs were prepped using fish tape 

beforehand and placed into buckets for transportability, which can be seen in Figure 3.9. 

Then the gauges and conduits were placed on the aggregate base according to the layout 

pictured in Figure 3.4. Spray paint was again used to mark the placement, allowing the 

gauges and conduit to be removed. Figure 3.10 shows the gauges before removal. Trenches 

were then dug in the aggregate base along the spray paint guidelines for the conduit to fit in, 

as seen in Figure 3.11. The conduit was then placed in the trench and covered and compacted 

with aggregate base material that had large aggregate sieved from it using a ıò screen. The 

installed ASGs, as well as base layer EPC, can be seen in Figure 3.12 having locations 

documented by a surveyor with a total station.  

 

 

Figure 3.9: Buckets Used to Prep and Transport 150-foot Lead ASGs 
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Figure 3.10: ASGs in Layout Before Trenches Were Dug 
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Figure 3.11: Digging Aggregate Base Trenches  

 

 

Figure 3.12: Surveying Installed ASGs and Base Layer EPC 
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After all the gauges were installed in the subgrade and aggregate base layers, paving of 

the Hot Mix Asphalt (HMA) layer began. Details about the different mixtures as well as the 

various conditions associated with paving the AG Experiment sections are discussed in later 

sections of this chapter. The remainder of this section, however, focuses on how the ASGs 

and base layer EPC were handled and monitored during paving.  

As with previous Test Track cycles, the ASGs were first tacked to the aggregate base 

using a blend of heated asphalt binder from the mixture being placed and sand, as seen in 

Figure 3.13. This prevents the ASGs from moving from their documented locations during 

paving. Next, mix was taken from the paver and sieved to remove large aggregate using a ıò 

screen. The sieved mix material was then used to cover the gauges in an effort to ensure the 

paver and compactors did not pull them out of the base layer or adversely affect their 

survivability. When covering the gauges, compressive force was applied to the mix over the 

ASGs to pre-strain them. It is believed that this helps them endure the extreme tensile strains 

that occur as the construction equipment passes over. Finally, the mix was carefully 

compacted with a tamping plate using constant pressure and a rocking motion. The pre-

straining process, the compaction of the covering mix, and the paving-ready gauges are 

shown in Figures 3.14, 3.15, and 3.16, respectively. 

 

 

Figure 3.13: Tacked Down ASG 
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Figure 3.14: ASG Pre-Straining Process 

 

 

Figure 3.15: Compaction of the Gauge-Covering Mix 
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Figure 3.16: Paving-Ready Gauges 

 

After the sections were paved and compacted, smoothness was deemed to be inadequate.  

This was expected since only a single thick lift was used rather than the more conventional 

multilift approach. Therefore, all sections underwent precision grinding surface treatments. 

The thick-lift topic and method will be discussed in detail later in this chapter. However, 

after all the sections were ground to a suitable smoothness and final AC layer thicknesses 

were established, they were each retrofitted with a thermocouple temperature probe. Based 

on past Test Track cycles, thermocouple temperature probes were found useful to structural 

integrity research due to the high correlations with AC mid-depth temperature, AC strain 

levels, and AC elastic modulus determined from backcalculation (Timm and Priest, 2008). 

The probe was installed in the shoulder of the roadway to avoid being run over by trucks and 

so that a hole was not cut in the middle of the section. Pictures were not taken during the 

installation of the AG Experiment section thermocouple temperature probes, however, 

pictures taken during an earlier Test Track reconstruction cycle installation are shown for 

demonstrative purposes. The process began by saw cutting transversely from the pavement 
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edge to about a foot into the shoulder and vertically about an inch into the pavement, as seen 

in Figure 3.17. This cut was then repeated at an offset of about an inch. A vibrating hammer 

drill was then used to chisel out the AC between the cuts, creating a shallow slot for the 

probe wires. Next, a vertical hole was drilled into the pavement deep and wide enough so that 

the probes fit and that the top of the probe was flush with the pavement surface. Figures 3.18 

and 3.19 show the drilling and the hole, respectively. The probe and wires were then inserted 

into the hole and slot, as shown in Figure 3.20. Finally, the probes were inserted into the hole 

and slot using roofing cement, which can be seen in Figure 3.21. 

 

 

Figure 3.17: Saw Cutting Probe Slot (McCarty, 2020) 

 

 

Figure 3.18: Drilling Probe Hole (McCarty, 2020) 



68 

 

 

Figure 3.19: Probe Hole (McCarty, 2020) 

 

 

Figure 3.20: Probe in Hole and Slot (McCarty, 2020) 
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Figure 3.21: Roofing Cement Application Process (McCarty, 2020) 

 

3.1.4 Survivability  

Following paving, all EPCs and ASGs within the AG Experiment sections were checked 

to see if they produced viable signals. Table 3.2 presents these results as well as survivability 

rates for each section. A green cell means that the gauge was found to be working properly, 

while a red cell with an X means that the gauge was found to be inoperable. 
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Table 3.2: Gauge Survivability for the AG Experiment Sections 

Channel 
N1 

GTRDry  

N2 

GTRWet 

N5 

Aramid  

N7 

Ctrl  

S5 

DryPlastic 

S6 

WetPlastic 

1    X   

2  X  X   

3    X X  

4   X   X 

5   X  X X 

6 X  X   X 

7   X    

8    X X  

9    X   

10  X X  X  

11    X X  

12    X X X 

13       

14       

Survivability 

Rate 
93% 86% 64% 50% 57% 71% 

 

Although some of the sections have low gauge survivability rates, this is believed to be a 

nonissue due to the redundancy in the gauge array as well as statistical checks that are built 

into the data processing system, which will be explained in detail later in this thesis. 

Regardless, all EPCs are operable, and at least one ASG to the left, center, and right of the 

OWP is working properly for all AG Experiment sections. 

 

3.2 Mixture Designs 

As described earlier in this thesis, the mixtures for the AG Experiment sections were 

designed using Balanced Mixture Design (BMD) and were dense graded. Each mix design is 

presented later in this chapter. However, the plant configuration settings used to target the 

mixture designs can be viewed in Table 3.3. Summaries of all the construction data are also 

included in Appendix C. 
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Table 3.3: Plant Configuration Settings 

Component 

% Setting 

N1  

GTRDry  

N2 

GTRWet 

N5  

Aramid  

N7 

Ctrl  

S5  

DryPlastic 

S6 

WetPlastic 

Binder Content 5.7 6.1 5.9 5.9 5.9 5.9 

78 Granite 39.0 

Sand 23.0 

89 Granite 18.0 

Processed RAP 20.0 

Evotherm P25 0.5 

Dry Additive / Fiber  
12.0 (% by 

Total Binder) 
N/A 2.1 oz/ton N/A 

0.5 (% by 

Aggregate) 
N/A 

 

The binder content plant settings for the N1-GTRDry and N2-GTRWet sections differ 

from the rest of the sections because they were dry and wet processes that were paved 

consecutively on the same day from the same production plant. Adjustments had to be made 

in the plant settings to ensure that the quality control (QC) binder content data was within 

tolerance. Also, the plant configurations for the mixtures add up to greater than 100% 

because East Alabama Paving Company, which is the plant that produced the mixtures, 

operates the plant based on aggregate weight instead of on the total mixture weight. This 

results in 100% for the sum of aggregate percentages. Also, the Evotherm P25 additive is 

based on the weight of the binder content instead of the weight of the mixture or aggregate. 

The various asphalt binder performance grades (PG) that were utilized in these sections 

are presented in Table 3.4. All sections used a PG 67-22 base asphalt binder. The N2-

GTRWet and S6-WetPlastic sections utilized Entech, Inc. and Dow® wet process asphalt 

additives, respectively, to modify the base binders to achieve PG 76-22 binders. The N5-

Aramid, N7-Ctrl, and S5-DryPlastic sections all utilized styrene-butadiene-styrene (SBS) to 

modify the base binders to achieve PG 76-22 binders. The modified asphalt binders were 

delivered to the production plant pre-blended, so the binder contents detailed in Table 3.3 are 

associated with the blended binders. However, the N1-GTRDry section is slightly different 

from the other sections in that it does not utilize a modifier or wet process additive and 

consequently has a lower graded high temperature, meaning that the binder is softer. The 

decision to leave the base binder unmodified in this section was based on the expected grade 

bump provided by the SmartMIXÊ dry additive. 
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Table 3.4: Asphalt Binder Performance Grades 

  
N1 

GTRDry  

N2 

GTRWet 

N5 

Aramid  

N7  

Ctrl  

S5 

DryPlastic 

S6 

WetPlastic 

PG 67-22 76-22 76-22 76-22 76-22 76-22 

Modifier / Wet 

Additive 
N/A Entech, Inc. SBS SBS SBS Dow® 

 

The granite, sand, and Reclaimed Asphalt Pavement (RAP) used in the mixtures were 

considered local to the Test Track, coming from nearby quarries and roadway projects. 

Evotherm P25 was also utilized in the mixtures. This is a warm mix additive (WMA), which 

can lower the temperatures required for paving. However, another purpose is to improve the 

workability of the mixture, which was the reason why it was used in the AG Experiment 

sections. The improved workability likely aided compaction. 

 

3.3 Use of Thick-Lift Paving  

Thick-lift paving was utilized for all the AG Experiment sections. This method was 

chosen based on previous research conducted at the Test Track (McCarty, 2020). In this 

research, a section was paved about 8 inches thick in one pass. The section achieved 

adequate density but had issues regarding smoothness and took a considerable amount of 

time to cool since it was paved in the middle of the day. Precision grinding had to be used to 

improve the smoothness to an acceptable level, and it was determined that thick-lift sections 

needed to be paved at night to allow for faster cooling.  

The advantages of thick-lift paving outweighed the disadvantages, though, for an 

experiment of this kind. Thick-lift pavements can be constructed in one lift, which eliminates 

the possibility of slippage failure between lifts. This concept was crucial to the design of the 

AG Experiment sections, as the intended mode of failure was bottom-up fatigue cracking. 

Failures at lift interfaces would prohibit the experiment from running as expected and could 

interfere with the comparability of the sections and additives. Therefore, the AG Experiment 

sections were designed and constructed as 5.5 inch thick-lift pavements. Smoothness was an 

issue again, so precision grinding was completed after paving all the sections.  

 

 




